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CERTIFICATE OF ANALYSIS

Lab Order Number Date registered 15/10/2024
 275666L Date tested  15/10/2024 to 29/10/2024

Date reported 29/10/2024
Sample Details

Test / Unit / Methods Results
Description : .

Breakdown Volt. - IEC 60156:18  
Order No :     Breakdown Voltage kV                                                                            20.6
System Details : 9-IN-1 ADVANCED TECHNOLOGY OIL Copper Corrosion-ASTM D130-19  

    Copper Corrosion(3 hrs, 100°C)                                                                  1b
Product Name : UNKNOWN Nace Corrosion-NACE TM0172:01  

    Nace Corrosion                                                                                  A
Additionnal Details :     Test temperature °C                                                                             38

Flash Point PMCC-ASTM D93-20-A  
    Flash Point (PMCC) °C                                                                           103.0
Pour point-ASTM D97-17b (2022)  

Sample Photo     Pour Point °C                                                                                   -27
4 Balls Test-ASTM D4172-20  
    Test temperature °C                                                                             25
    Speed rpm                                                                                       1200
    Duration min                                                                                    60
    Load Newton                                                                                     147
    Scar Diameter mm                                                                                0.75
    Outsourced to                                                                                   AFFILIATE
                                                                                                    
                                                                                                    

Diagnosis : Comments appearing below are not covered by SAC-
SINGLAS ACCREDITATION

Results for reference only.

The results shown in this report specifically refer to the sample(s) tested as received unless otherwise stated. All tests have been performed using the
latest revision of the methods indicated, unless specifically marked otherwise on the report. Precision parameters apply in the determination of the above
results. Users of the data shown on this report should refer to the latest published revisions of ASTM D-3244; IP 367 and ISO 4259 and when utilising the
test data to determine conformance with any specification or process requirement. This test report is issued under the Company's General Conditions of
service (copy available upon request or on the company website at www.sgs.com). Attention is drawn to the limitations of liability, indemnification and
jurisdictional issues defined therein. This report shall not be reproduced except in full, without the written approval of the laboratory.


