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TLG series steel cable chains

' ThEEYS = Features & Benefits

TLGRIIERERAETLARINEHIERM HSIN TIEMOARENIRITERE, TAHERRANBNEHE, BHSHEOKERX,
EMERT LIS RSB E A& =UE T ARSI .
HTAF-@IMIES, TERAREE RS RSENBAEAMR, SR, NNRESFERIRTENES.

» TLCRIIRIEESZIRIFRATILIS ATLG ARFITLG B B

- TLG ABEAIRRVEE SIS, ATLIRES A FRIEENER, EXEIiRNSEERIAT1200mm, RISESSREEITREET,
A LURIBESH A RS PBLIR T &, HBFRIEBMAIRERITINE.

- TLG BESERIRS, TMERNATUS, #iTSMol, BRTHHMERSNGS; LIUEHNPRERTAN “REFR" , REESSHE,
HAMEZEM, EtEthE, BRARIPEREE, ERESAMUITRT R, HWEBCERI 71650 EHER,

TLG series steel cable chain has strengthened the loading ability & stoke length on basis of TL series, it can load more heavy cable and hose,
And it has longer unsupported length, so it can be more suitable for machine tool, moveable machinery and all dynamic mechanical movement.
Due to the elegant appearance it can strengthen machine tool artistic effect in great degree and promote the product competitiveness

In international market.

= TLG series included TLGA and TLGB type referring to different support plates.

« TLGA type is made of first—class alloy aluminum profile which could meet customer’ s different requirement, the support distance can reach
1200mm,even in the highest speed and travel speed it could keep the separator work perfect and guarantee the cable wire protected well.

« TLG B has plastic separator which can adjust location freely and acquired customized space.
This mainly is for application when different and various kind of cables are used at the same time.
The protection plate is new development called “sliver star protection plate” which is made of alloy aluminum, it has elegant appearance,
high stability, more firm for cable protection, it can opened in any placement on itself for easy assemble and dismantle,
this device has passed more than 15 years working environment test.
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Installation Dimensions and Technical Parameters = 8000
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# 40.00
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Unsupported length 20.00
- Lo —E4RT=KE - Ls =Unsupported with straight upper run 16.00
s La =R2BERTKE = La =Unsupported with permitted sag
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Zees{BE LG/LA[M] Unsupported length LG/LA[mM]
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S 177248 S[m] Length of travel S[m]
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=Length of travel

=Bending Radius

=Pitch

=Length of chain

=Links per meter

Bl L. =Nominal clearance height

Fixed Bracket s =Required clearance height
=0verlength Energy Chain

\t ST i radius in final position
I )\ 3 i K =N -R+2P

*You can find it from below
chart for more details
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Type | integral. |l type upper and lower split type |1l framework
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ARS8 Technical Parameters

EE/NDEE L Speed/acceleration Ls | max.25[m/s)/max.205[m/s?]
IREMHEELA Speed/acceleration La | max.5[m/s]imax.8[m/s2]
BITEEINERE Gliding speed/acceleration | max.5[m/s]imax.12[m/s2]
ME-RIFRET Material-permitted temperature | igumid G/~40CE+125C
[EMEZES igumid G Flammability Class,igumid G | VDE 0304 [IC UL94 V2
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Table 1 ( Technical parameter)

100(3.94) 250(9.84) = 210(8.27) 455(18.31)
150 (6.91) 350 (13.78) | 310(12.20) 620 (24.41)
200(7.87)  450(17.72) | 410(16.14) 780(32.71)  75(2.95) 13 (0.51) 98 (3.86) 35(1.38) ALl
250(9.84) 550 (21.65) 510(20.08) 935 (36.81)
300 (11.81) 650 (25.59) | 610(24.02) 1090 (42.91)
150 (5.91)  375(14.76) 310(12.20) 670 (26.38)
200(7.87) 475(18.70) 410 (16.14) 830 (32.68)
250 (9.84) 575(22.64) 510(20.08) 985(38.78) 100(3.94)  10(0.39) 136.5(5.37) 50(1.97) /0
300 (11.81) 600 (26.57) = 610(24.02) 1140 (44.88)
400 (15.75)  875(34.45) | 810(31.89) 1455 (57.28)
200(7.87) 500 (19.69) | 410 (16.14) 880 (34.65)
250 (9.84) 600 (23.62) 510 (20.08) 1035 (40.75)
300 (11.81) 700 (27.56) | 610(24.02) 1190 (46.85) 125 (4.92) 8(0.31) 175(6.89) = 75(2.95) /0
400 (15.75) 900 (35.43) | 810(31.89) 1505 (59.25)
500 (19.69) 1100 (43.31) | 1010 (39.76) 1820 (71.65)
| 250(9.84) 647(25.47) 510(20.08) 1135(44.69)
300 (11.81) 747 (29.41) | 610(24.02) 1290 (50.79)
400 (15.75) 947 (37.28) | 810(31.89) 1605 (63.19) 175 (6.89) 6(0.24)  255(10.04) 115 (4.53) /10
500 (19.69) 1147 (45.16) 1010 (39.76) 1920 (75.59)
600 (23.62) 1347 (53.03) 1210 (47.64) 2235 (87.99)

TLGAT75
TLGB75

TLGA100
TLGB100

TLGA125
TLGB125

TLGA175
TLGB175

- BREE, UXERNEESHBARAEREREN, NRSAREEEN, SHEMEEERE300mm, EHIHEBIT4maT,
ATFREREERE, NEERISFN—ISHEE.,
- SHEEEREBMNSAERERTIAE, FEMANESR0E, TRAOTEFERNIEE.

« Steel chain supporter inner height is decided by max diameter of cables. when the machine runs with max speed,and cable
chain inner width need to be more than 300mm, the total length need to be more than 4m long, it is better to choose one larger size item
for steel chain for better stability.

» Steel chain bending radius is according to max diameter of cable, normally 1o times of max diameter of cables,
when the total stroke is shorter, you can choose a little smaller bending radius accordingly.
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TLG HEiE-F~migEE
TLG Cable Chain—Product specifications

w PR
Part Number Structure

TLG75II*R*Wi*L*n
— & (Quantity)
18555 (Length of Cable chains)
A% (Inner Width)

I j ZigRZER (Supporting board type)

Wi

L

42 (Bending Radius)
= B3 (Type)
Q_ 1T G- B RHEEE Order details—integrated chain
SRS B E AR W TKE12T Please mark the length or link number, such as 1 meter or 12 links
TLG-A75111*R200*200*1000%*2 TLG-A75I1I*R200*200*1000*2
(CHEIE 1HITLGTE5-ABURFIESSE, #=27200mm, (2pcs TLG75-Type A steel chain with L 1m ,bending radius 200,
HEF200mm, HEAIIETHER) inner width 200mm with Ill supporter structure.)

MiFE— (TLCERFIEEMIEE)
Table 2 ( TLG series steel drag chain specification )

il TARER<R> AS<HI> AE<WI> ShE<H> FhER<W> EE<G> &iE
Type Bending radius Inner height Inner width Outer height Quter Width Weight Remark

mm (in.) mm (in.) | mm (in.) | mm (in.) mm (in.)  kg/m (ibs/ft)
TLG75 32(1.26) aTHl | 50 (1.97) (Wi+19mm)
TLG100 51 (2.01 i 75(2.95 Wi+261
BRIE— et L | (298) | (WR2BMM)
TLG125 See Table 1 72 (2.83) ATl 100 (3.94) (Wi+34mm) Pleaca according
TLG175 120 (4.72) GIRAE! 147 (5.79) (Wi+38mm) to the actual weight

01 - Efere 9711

T
ul

5
§
@
9
%.
3
g
A
1

o
]




Krius s

TLGZE7 MW H iE 6

TLG series steel Cable Chain

HBHEZR B / Cable Chains

TLG R5IHEHE—HEHEIEL
TLG series Cable Chain—-Mounting Bracket

MHlEL, &= Steel Mounting Bracket, Splited structure

« SR N7 TR Sk « Independent Steel mounting bracket on the two end
« /RS 1 & i AR « Anti-corrosion, Rub-resistance
« OTSETAAMERE « Can realize the internal and external connections

#|ALERER Installation methods

EEH— EERRZ
Connection way 1 Connection way 2
Al A Fixed Bracket ~ Moving Bracket
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TLG75/TLG100/ TLG125/ TLG175 L2 E
TLG75/TLG100/ TLG125/ TLG175 mounting bracket sketch

MiF= (TLGERFIEHEIELSHE)
Table 3 ( TLG series drag chain sub parameter table )

? g_J Type Hole Dimension Dimension A Dimension A1 Dimension a Dimension b Dimension ¢
é' ?ﬁ mm (in.) mm (in.) mm (in.) ' mm (in.) mm (in.)
Q HE TLG75 29 30 (1.18) ‘ 10 (0.39) 50 (1.97) | 27 (1.06) 12 (0.47)
& i TLG100 o211 50(1.97) 12.5(0.49) 75 (2.95) | 33 (1.30) 12 (0.47)
% TLG125 013 70(2.76) ‘ 15 (0.59) 100 (3.94) | 42 (1.65) 12 (0.47)
= TLG175 013 147 (5.79) | 42 (1.85) 12 (0.47)

115 (4.53) 16 (0.63)
\
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TLG #5HERE— T
TLG series of chain—Elements

Krius =i

O I2sHER—MFRAFHES S @ Il type support plate — material for extruded aluminum alloy
O RE—MEAEES @ Spacing sticker material for aluminum alloy
© HE—aEN ©® Shaft pin - alloy steel
O 1B EER—MEAFEE S @ I/l type | type support plate — material is extruded
[Eihpldr s aluminum alloy | type for the integral type Il type
1&A EFaFFt for the upper and lower type

TSR LR IR S PSEbRE R T
Element can be customized according to customer's actual requirements

TLGB R7-{REFiR
TLGB series—Sliver star protecting board
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